
“Simpro's proprietary ‘magic-eye’ sensor system automatically
adjusts the forks to maintain an ergonomic work height”
Model Lift height Capacity Drive system Battery Magic-eye Height Length Width Straddle width Weight

SP1016* 1600mm

1000kg

DC electric 

drive with 

auto-brake

Max speed 

6km/h

24V / 105Ah 

built-in 

sealed gel 

battery 

(~60kg)

Optional**

2145mm

1500mm

1132mm-1532mm 

(with adjustable 

outrigger legs— 

fork-over fixed 

inrigger legs also 

available)

892mm-1292mm 

(adjustable)

~580kg 

SP1025 2500mm
1895mm-

3100mm
~635kg 

SP1030 3000mm
2145mm-

3600mm
~650kg 

SP10-CUSTOM The Quikstak SP10 Series can be customised to suit nearly any application—contact Spacepac on 1300.213.010. or sales@emoveit.com.au 

*Stock models are in bold—other models are manufactured to order. **See page 5 for details on Quikstak Magic-Eye.

Forged forks with 

adjustable width 

from 200-800mm

1000kg rated load capacityStandard lift height 1600mm, 

optionally 2500mm or 3000mm

Straddle legs with adjustable 

width from 1132-1532mm, 

ideal for tight warehouse aisles

Ultra-manouverable design, 

vertical steered drive wheel 

and 1490mm turning radius

Ergonomic tiller with dual-hand controls:

- Forward/Reverse (infinitely-variable)

- Raise/Lower

- Safety sounder

- Reversing safety device

Brushless DC motor with 

electronic control system

Auto deceleration with intelligent kinetic energy 

recovery system (KERS) to maximise battery life

Robust plastic fascia:

- Battery Indicator

- Hour Meter

- Emergency Stop

- Key Switch

Optional 'magic-eye' infrared 

load height adjustment for 

ergonomic stacking

Certified to international quality 

assurance and safety standards:

- Conformité Européene

- EN ISO3691-1:2012

- EN1175-5:1998/A1:2010

- EN16307-1:2013

- Based on directive 2006/42/EC

- EN 12895:2000

- Based on Directive 2004/108/EC

- ISO 9001 / IQNet / CQC / CNAS

24v 100Ah deep-cycle sealed 

gel batteries with built-in charger

Built-in limit switch and 

overload protection

Quikstak
S-Series

Page 1 of 6T:/PDF/Lifters-Stackers/Quikstak/SP10-SP15_Electric-Stackers_6pg_np Page 1 of 6

fairlysoejanto
emoveit-phone



Lift height (options: 1.6m, 2.5m, 3.0m)

1.6m-3.0m

1000kg
Rated load capacity

Standard battery specifications

24V / 105Ah

Quikstak® SP10 Series: self-drive pallet stackers 
with 1-tonne capacity and adjustable forks.

6km/h
Maximum speed

The Quikstak SP10 Series is a range of self-drive 
pallet stackers from Simpro with a one-tonne 
capacity and 1600mm lift height; optionally 
increased to 2500mm or 3000mm.

Despite its compact size, the SP10 features a suite 
of new S-Series technology, such as adjustable 
forks, adjustable outriggers, and a brushless DC 
electric motor. The new tiller includes ergonomic 
dual-hand controls, to allow raising and lowering 
the forks while on the move.

Like all Quikstaks, the SP10 can be fitted with 
Simpro's proprietary MAGIC-EYE sensor system, 
which automatically adjusts the forks to maintain 
an ergonomic work height as material is stacked 
or de-stacked. This technology was developed 
and patented by Simpro in 1994, and offers 
considerable health and safety benefits for 
operators.

However, what really sets the SP10 apart is a 
minimum width of 1132mm and tiny 1490mm 
turning radius – there is almost nowhere this 
stacker can’t go!

The Quikstak SP10 complies with a range of 
international quality and safety standards, and is 
manufactured in an ISO 9001-certified plant. It is 
the smallest self-drive pallet stacker available 
which has been specifically optimised for 
Australasian conditions – combining innovative 
design with Simpro's trusted heritage of reliability.

 

MAGIC-EYE
Infra-red load height sensor enables 

ergonomic pallet stacking—see page 12.
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Model Lift height Capacity Drive system Battery Magic-eye Height Length Width Straddle width Weight

SP1516* 1600mm

1500kg

AC electric 

drive with 

KERS and 

auto-brake

Max speed 

6km/h

24V / 200Ah 

removable 

flooded lead-

acid battery 

(~160kg)

2145mm

2095mm

1182mm-1582mm 

(with adjustable 

outrigger legs— 

fork-over fixed 

inrigger legs also 

available)

~940kg

950mm-

1340mm 

(adjustable)

SP1525* 2500mm
1895mm-

3145mm
~960kg 

SP1530 3000mm
2145mm-

3645mm
~980kg 

SP1533 3300mm

24V / 240Ah 

removable 

flooded lead-

acid battery 

(~220kg)

2205mm-

3825mm

1980mm

1170mm-1560mm 

(with adjustable 

outrigger legs— 

fork-over fixed 

inrigger legs also 

available)

~1180kg 

SP1535 3500mm
2305mm-

4025mm
~1200kg 

SP1545 4500mm
2120mm-

5080mm
~1375kg 

SP1550 5000mm
2280mm-

5560mm
~1410kg 

SP1556 5600mm
2480mm-

6160mm
~1450kg 

SP15-CUSTOM The Quikstak SP15 Series can be customised to suit nearly any application

*Stock models are in bold—other models are manufactured to order. **See page 5 for details on Quikstak Magic-Eye.

1500kg rated load capacityStandard lift height 1600mm 

(optionally as high as 5600mm)

Manouverable design, with

vertical steered drive wheel 

and 1655mm turning radius

Robust plastic fascia:

- Battery Indicator

- Hour Meter

- Emergency Stop

- Key Switch

Optional 'magic-eye' infrared 

load height adjustment for 

ergonomic stacking

Roll-out 24V / 200Ah lead-acid 

battery bank with external charger

Built-in limit switch and 

overload protection valve

Ergonomic tiller with dual-hand controls:

- Forward/Reverse (infinitely-variable)

- Raise/Lower

- Safety sounder

- Reversing safety device

Advanced AC motor with 

electronic control system

Auto deceleration with intelligent kinetic energy 

recovery system (KERS) to maximise battery life

Straddle legs with adjustable 

width from 1132-1532mm, 

ideal for tight warehouse aisles

Certified to international quality 

assurance and safety standards:

- Conformité Européene (CE)

- EN ISO3691-1:2012

- EN1175-5:1998/A1:2010

- EN16307-1:2013

- Based on directive 2006/42/EC

- EN 12895:2000

- Based on Directive 2004/108/EC

- ISO 9001 / IQNet / CQC / CNAS

Forged forks with 

adjustable width 

from 200-800mm

Quikstak
S-Series

Optional**
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1.6m-5.6m
Lift height (options: 1.6m, 2.5m, 3.0m, 

3.3m, 3.5m, 4.5m, 5.0m, 5.6m)

1500kg
Rated load capacity

Standard battery specifications

24V / 200Ah

Quikstak® SP15 Series: self-drive pallet stackers 
with 1.5-tonne capacity and adjustable forks.

6km/h
Maximum speed

The Quikstak SP15 Series is a range of heavy-duty 
self-drive pallet stackers from Simpro, with a 
capacity of 1500kg and lift heights from 1.6 metres 
to as high as 5.6 metres. Optionally equipped with 
MAGIC-EYE automatic height adjustment, the SP15 
is suitable for pallet-stacking, logistics, dispatch, 
manufacturing and general materials-handling 
operations, in almost any industry.

The SP15 is fitted with a digital AC power-drive 
unit, with a sealed motor and intelligent kinetic 
energy recovery system (KERS). Combined with a 
roll-out lead-acid battery bank delivering more 
than 200Ah, this permits all-day operation in even 
the most demanding of environments.

Both the straddle legs and forged forks on the 
SP15 are width-adjustable, allowing the stacker to 
lift all common types of pallet, as well as traverse 
warehouse aisles as narrow as 1200mm. The 
ergonomic tiller includes stepless drive controls, 
raise/lower buttons and a safety sounder, all 
accessible with both hands.

Like all Quikstak S-Series products, the SP15 
complies with a range of international quality and 
safety standards, and is manufactured in an ISO 
9001-certified plant. It is the only heavy-duty, 
high-reach pallet stacker available which has 
been specifically optimised for Australasian 
conditions – combining technical innovation with 
Simpro's trusted heritage of reliability.

MAGIC-EYE
Infra-red load height sensor enables 

ergonomic pallet stacking—see page 12.
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Adjusting the sensor
The magic-eye system features an infra-red object detection 
sensor, fitted onto an articulated arm with powerful shape 
memory.  By adjusting the arm, the operator can intuitively direct 
the infra-red sensor in any direction, at any height, to suit the task 
at hand. The sensor has a detection range of about 30cm.

DISABLED mode
The central setting on the selector switch disables the magic-eye, 
allowing the Quikstak to be used as a regular ‘walkie’ pallet 
stacker—ideal for logistics, dispatch, and a hundred other uses.

The magic-eye arm simply folds out of the way.

AUTO-LOWER mode
Press DOWN on the selector switch to enable auto-lower mode. 
Once activated, the forks will AUTOMATICALLY lower as soon as 
an object is detected within 30cm of the magic-eye sensor.

Auto-lower mode is used for stacking layers of product onto a 
pallet. (To ensure safety, the forks will not descend below 100mm.)

AUTO-RAISE mode
Press UP on the selector switch to enable auto-raise mode. Once 
activated, the forks will AUTOMATICALLY raise as soon as there is 
no object detected within 30cm of the magic-eye sensor.

Auto-raise mode is normally used for removing layers of product 
from a pallet, for instance into a processing line or conveyor.

What is MAGIC-EYE?
Magic-eye was developed and patented by Simpro in 1994 for 
the original Quikstak. It uses an infra-red sensor to automatically 
adjust the forks while product is stacked or de-stacked onto a 
pallet. This allows the operator to build and break down stacks 
with a minimum of bending, stretching or lifting—increasing 
productivity, while reducing the risk of musculoskeletal injury.

Quikstak
S-Series
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MAGIC-EYE: the Quikstak® sensor arm that takes 
the bending and lifting out of stacking pallets
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