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CHARACTERISTICS
1.1 Part Number ATA-E400
1.2 Manufacturer’'s model designation E400AC
1.3 Drive ELECTRIC WITH REGEN. BRAKE
1.4 Operation RIDER SEATED
1.5 Load capacity (on-platform load) Q kg 100
1.7 Rated drawbar pull F N 10000
Admissible trailer load kg 50000
Dry-road/wheel friction coefficient: uy=0.8
Rolling resistance on level surface R=200 N/T
1.9 Wheelbase y mm 1927
WEIGHT
21 Service weight (including battery) kg 4800 5303
2.2 Axle loading, unladen front kg 2300 2500
2.3 Axle loading, unladen rear kg 2500 2803
TYRES/CHASSIS
3.1 Tyres PNEUMATIC [ soLD
3.2 Tyre size — front 7.00-12”
3.3 Tyre size — rear 7.50-15"
3.5 Number of wheels (front/rear, X=drive) 2/2X
3.6 Tread, front (track) b1 mm 1172
3.7 Tread, rear (track) b1 mm 1172
3.8 Suspension/damping (front/rear) LEAF SPRINGS/SHOCK ABSORB.
3.9 Wheels braked service brake, number 4
3.10 Wheels braked parking brake, number 2 (REAR)
DIMENSIONS
4.7 Height of overhead guard hs mm 2032
4.8 Stand height, lowered h7 mm 850
4.12 Coupling height h1o mm 350+700
4.13 Loading height, unladen (platform height) h14 mm 1076
4.16 Length of loading surface (platform) l13 mm 1050
4.17 Overhang Is mm 525
4.18 Width of loading surface (platform) bg mm 1400
4.19 Overall length 4 mm 3373
4.21 Overall width b1 mm 1400
4.32 Ground clearance, centre of wheel base mz mm 210
4.35 Outer turning radius W, mm 4280
4.36 Inner turning radius b1z mm 1830
PERFORMANCE
5.1 Travel speed, unladen km/h 20
5.5 Rated drawbar pull, unladen (S2=60’) N 10000
5.6 Max. drawbar pull, unladen N 25000
5.7 Gradeability, unladen % SEE PERFORMANCE DIAGRAM
5.8 Max. gradeability, unladen % SEE PERFORMANCE DIAGRAM
5.10 Brakes HYDRAULIC (DOT 3/4)
MOTORS
6.1 Drive motor rating (S2=60’) kW 214
6.3 Battery according to norm DIN 43536-A
6.4 Battery voltage | nominal capacity V| Ah 80| 750 801930
6.5 Battery weight kg 1785 2288
OTHER
8.1 Type of drive unit AC-MICROPROCESSOR
8.6 Drive axle type TRANSAXLE Rr=29:1
10.7 Average noise peak at driver’s seat dB(A) 69
10.8 Towing coupling, type ATA 67621 (DIN 74054 eye conform)

This data sheet gives technical features in accordance with VDI 2198.
To ensure safe transport must observe the following rules for towing trailers. It is absolutely forbidden to exceed the maximum trailer
load. T he trailer load must be calculated by the oper ator i n accordance with VDI 3973 and D IN 15172. However, itis ab solutely

forbidden to exceed the maximum admissible trailer load specified by the manufacturer.
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